ADVANCED AIR PURIFICATION WITH UVC LIGHTS AND IONIZATION
Bioair Max by KwiKool is available in 3 models, 600 CFM, 1000 CFM, & 1800 CFM. All models use the air cleaning power of hospital grade High Efficiency Particulate Air (HEPA) 99.97% filters, which captures all particles greater than .3 microns. All models can be used as either a HEPA-filtered air cleaner or as a filtered negative air machine, or both simultaneously clean and purify, while creating a negative pressure. 
Ultraviolet Light
Also know as Germicidal Irradiation or UVGI. Dual UVC lights are housed inside the unit with reflective insulation creating more light angles that attack molds, bacteria, and pathogens.
Ion Generator
The Ion Generator creates large quantities of both negatively and positively charged ions. Negatively charged ions attack larger molecule chains and force them to break into smaller molecules, which tend to be less harmful to humans. Positively charged ions merge with new smaller molecules making them fall out of the air onto surfaces as they get heavier, where they can be filtered by the Bioair HEPA-filtered air scrubber system. The Ion generator has 15,000 hours of operating life.
Reduces Corona  virus by 90% within 60 minutes, when sized properly.
ETL Certified
The following table matches the recommended model for the optimum 6 air change outs within a space with 9-ft. ceilings:
KBP600 - 700 sq. ft. 
KBP1000 - 1000 sq. ft.
KBP1800 - 2000 sq. ft.



· Combines Hospital grade HEPA-filtration, UVC light technology, combined with Ionization to control air quality.
· Ion generator reduces pathogens by 90% within 60 minutes.
· ULPA 4 inch thick Filter - a high-efficiency UPLA filter which filters 99.97% of particulates greater than .3 microns in size.
· All models can be used as either a HEPA-filtered air cleaner or as a filtered negative air machine, or both simultaneously. 
· Dual UVC lights housed inside the unit, further clean the air after passing through the HEPA filter
· Internal UVC lights that attack molds, bacteria, and pathogens by irradiating the internal chamber with reflective insulation that creates more light angles.
· Powerful yet Compact Stainless steel easy-to-clean cabinet inhibits pathogen growth.
· All models have 3 Speed / Quad Directional air flow.
· Easy-touch control pads & Multi-function microprocessor control with a large, easy-to-read LCD display.
· LCD alarm for timed filter UVC light, and Ionization module replacement.
· Runs on a standard 115-Volt/15 Amp circuit
· UVC light interlock switches that turn the UVC light off for access door openings.
· Washable pre-filter.
· Optional carbon filter for odor removal.
· Optional ceiling kit with stainless steel flange for creating a negative pressure.
· Heavy-duty locking casters.
· ETL and CETL listed to UL and CSA standards.
· MADE IN USA
· http://myiaire.com/product-docs/submittals/ultrapure/Ion_Generator_Submittal.pdf

